GAYATRI RUBBERS AND CHEMICALS LIMITED - FARIDABAD

TECHNICAL PRODUCT DATASHEET

Document Ref: GRCL-TDS-2026-01

Bl MarteriaL IDenTiFicaTION

| Polymer Base: EPDM / Neoprene / Nitrile / Silicone (As per Order)

; Application: | Railway Vestibules, Construction Profiles, Defence Gaskets
Standard Color: Black (Custom Colors Available)

| Compliance: | EN 45545-2 (Railway Fire Safety), ASTM D2000

E PHYSICAL & MECHANICAL PROPERTIES

i Test Parameter | Unit ' Value {}ypical) | Test Method

| Har;iness . | Shore A I 60 + 5 | ASTM D2240 / ISO 48-4
' Tensile Strength MPa | >10.5 ASTM D412 / 1SO 37

| Elongation at Break % | > 250 | ASTM D412 / 150 37

! Compression Set % | < 25 ASTM D395 (Method B)
‘ Specific Gravity g/cm? | 1.25 + 0.05 ASTM D792

B ASTM vs. ISO EQUIVALENTS FOR RUBBER & POLYMERS

Property / Classification | ASTM Standard | ISO / EN Equivalent Notes
General Rubber Classification | ASTM D2000 | ISO 1629 | Defines polymer type and resistance
| Hardness (Shore A) | ASTM D224b ISO 48-4 I Durometer-based indentation test
| Aging Resistance | ASTM D573 | ISO 188 | Heat aging for long-term durability
Fire Safety (Railway) ASTM E162 / E662 EN 45545-2 I Smoke, Flame, Toxicity Standards
Specific Gravity | g/cm? ASTM D792 '

n RAILWAY & DEFENCE COMPLIANCE NOTES

= |ndian Railways: RDSO G-72 and IRS standards often mirror ASTM/ISO benchmarks.
= Export Readiness: EN 45545-2 and ISO 37 are essential for EU and global railway projects.

= Defence Gaskets: Ensure compatibility with MIL and 1SO standards for elastomeric seals.
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